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Renk kartelasinda bulunan RAL 5018, 5015 ve 2003
standart olarak uygulanmaktadir.
RAL 5018, 5015 and 2003 in color chart are applied as standard.

Dis mekdn uygulamalarda rozetler paslanmaz kullanildigi
icin, aksesuarlar sadece saten renk uygulanmaktadir.
Since the badges are made of stainless material, only satin color is
applied to the accessories used in outdoor applications.

Eskitme iglemi el isciligi oldugundan, uygulamalarda desen

farkliliklar olabilmektedir.
As the aging process is hand-crafted, there may be pattern
variations in the applications.

Dig mekén uygulamalarinda aldminyum pervaz
kullaniimaktadir.
Aluminum sills are used in outdoor applications.

Diger renk alternatifleri igin IUtfen satis temsilcisine
basvurunuz.

Please contact your sales representative for other color
alternatives.
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Renk kartelasinda bulunan RAL 5018, 5015 ve 2003 standart
olarak uygulanmaktadir. Diger renk alternatifleri icin IGtfen satis
temisilcisine basvurunuz.

RAL 5018, 5015 and 2003 in color chart are applied as standard.
Please contact your sales representative for other color alternatives.

Dis mekén uygulamalarda rozetler paslanmaz kullanildigi
icin, aksesuarlar sadece saten renk uygulanmaktadir.
Since the badges are made of stainless material, only satin color is
applied to the accessories used in outdoor applications.

*Gorselde aliminyum pervaz uygulanmistir.
"Aluminum sill was applied in the visual.

Eskitme iglemi el isciligi oldugundan, uygulamalarda desen
farkliliklari olabilmektedir.

As the aging process is hand-crafted, there may be pattern variations
in the applications.

Dig mekén uygulamalarinda aldminyum pervaz kullaniimaktadir.
Aluminum sills are used in outdoor applications.

Gorseldeki aksesuarlar opsiyoneldir. Standart aksesuari Demre
Koldur. (25 cm)

Accessories in the image are optional. Demre Handle (25 cm) is the
standard accessory.

RAL 2003

35



