
GENERAL SPECIFICATIONS 

 
 

 

 
 

 ELECTRONIC SAFES   
 
 
 
 
 
 

 

Hand-Held Terminal (Optional) 

 

 

• Fit for areas of collective uses such as hotels, hostels, hospitals  

• Motor-Driven & Memory system 

• Memory recording for the last 125 unlocks  

• Can be assembled on a wall and/or floor with an expansion bolt  

• LED screen (6 red characters) 

• LED safe lighting  

• Fit for personal use 

• 4-6 digit one-time password 

• Ability to use fixed or variable passwords  

• Unlockable with a mechanic key and hand-held terminal (optional) when the 
battery runs out 

• Ability to obtain data by using a hand-held terminal (optional)  



TECHNICAL SPECIFICATIONS 

 

 
 

• Electrostatic powder paint  

• Standard colour RAL 9005 

• External sizes; Height 195 mm x Width 430 mm x Depth 370 mm 

• Internal sizes; Height 170 mm x Width 425 mm x Depth 320 mm 

• Outer body sheet thickness; 1.5 mm 

• Cover sheet thickness; 5 mm 

• Total weight; 11 kg 

• 2 shutter shafts of Ø19 mm that can be locked in one direction  

• 4 * 1.5V AA alkaline batteries  


